MATERIAL SAFETY DATA SHEET

SECTION I

PRODUCT CLASS: AEROSOL ADHESIVE
PRODUCT CODE NUMBER: SR12CC
DATE: 3/27/07
HAZARDOUS MATERIAL DESCRIPTION: Consumer Commodity ORM-D
PRODUCT NAME: Spray Rite 12 oz Heavy Duty Adhesive Spray – California Compliant

SECTION II- HAZARDOUS INGREDIENTS

<table>
<thead>
<tr>
<th>INGREDIENT</th>
<th>WT %</th>
<th>CAS NO</th>
<th>OSHA PEL</th>
<th>TWA</th>
<th>STEL</th>
<th>SARA</th>
</tr>
</thead>
<tbody>
<tr>
<td>ACETONE</td>
<td>20-30</td>
<td>67-64-1</td>
<td>1000</td>
<td>750</td>
<td>1000</td>
<td>313</td>
</tr>
<tr>
<td>PROPANE</td>
<td>20-30</td>
<td>74-98-6</td>
<td>1000</td>
<td>1000</td>
<td>ASPHYXIATE</td>
<td></td>
</tr>
<tr>
<td>HEXANE</td>
<td>10-20</td>
<td>110-54-3</td>
<td>500</td>
<td>500</td>
<td>1000</td>
<td>X</td>
</tr>
<tr>
<td>ISOBUTANE</td>
<td>5-15</td>
<td>75-28-5</td>
<td>N/A</td>
<td>800</td>
<td>N/A</td>
<td></td>
</tr>
</tbody>
</table>

SECTION III- HEALTH HAZARD INFORMATION

EFFECTS OF OVEREXPOSURE:

PRIMARY ROUTES OF ENTRY: SKIN CONTACT, EYE CONTACT, ABSORPTION, INHALATION.

INHALATION: CAN CAUSE IRRITATION TO THE NOSE AND THROAT. HIGH CONCENTRATIONS MAY CAUSE HEADACHES, DIZZINESS, NAUSEA, AND CONFUSION.

EYE: MAY CAUSE EYE IRRITATION

SKIN: MAY CAUSE TRANSIENT SKIN IRRITATION

INGESTION: MAY CAUSE GASTROINTESTINAL IRRITATION.

OTHER: REPORTS HAVE ASSOCIATED PROLONGED AND REPEATED OCCUPATIONAL OVEREXPOSURE TO SOLVENTS WITH PERMANENT BRAIN AND NERVOUS SYSTEM DAMAGE. INTENTIONAL MISUSE BY DELIBERATELY CONCENTRATING AND INHALING THE CONTENTS MAY BE HARMFUL OR FATAL.

SECTION IV- FIRST AID PROCEDURES

SWALLOWING: IF SWALLOWED DO NOT INDUCE VOMITING, CALL POISON CONTROL CENTER, HOSPITAL EMERGENCY ROOM OR PHYSICIAN IMMEDIATELY.

INHALATION: REMOVE TO FRESH AIR IMMEDIATELY. IF BREATHING HAS STOPPED GIVE ARTIFICIAL RESPIRATION. KEEP WARM AND QUIET. GET MEDICAL ATTENTION.
Spray Rite 12 OZ Heavy Duty Adhesive Spray

EYE: FLUSH WITH LARGE AMOUNTS OF WATER, LIFTING UPPER AND LOWER LIDS OCCASIONALLY. CONTINUE FOR AT LEAST 15 MINUTES. GET MEDICAL ATTENTION.

SKIN: REMOVE CONTAMINATED CLOTHING. WASH AFFECTED AREA WITH SOAP AND WATER. GET MEDICAL ATTENTION IF IRRITATION PERSISTS.

SECTION V- PHYSICAL DATA

<table>
<thead>
<tr>
<th>PROPERTY</th>
<th>UNIT</th>
<th>VALUE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Boiling Point</td>
<td>-40 F TO 160 F</td>
<td></td>
</tr>
<tr>
<td>Vapor Pressure PSIG @ 70F</td>
<td>70 APPROX</td>
<td></td>
</tr>
<tr>
<td>Vapor Density</td>
<td></td>
<td>2.5</td>
</tr>
<tr>
<td>Specific Gravity</td>
<td></td>
<td>0.6</td>
</tr>
<tr>
<td>Melting Point</td>
<td></td>
<td>N.A.</td>
</tr>
<tr>
<td>% Volatile</td>
<td></td>
<td>80%</td>
</tr>
</tbody>
</table>

APPEARANCE AND ODOR: CLEAR LIGHT AMBER SOLUTION

SECTION VI – FIRE AND EXPLOSION DATA

Flash Point and Method: -40 F TCC
Flammable Limits: 1.8 LEL
12.0 UEL

Unusual Fire and Explosion Hazards: AEROSOL CANS MAY RUPTURE WHEN HEATED
Extinguishing Media: Use water fog, dry chemical, foam or carbon dioxide
Special Fire Fighting Procedures: Heating of contents above 130 F MAY CAUSE CANS TO BURST.

SECTION VII- REACTION DATA

Stability: Stable
Conditions to Avoid: Storing in high temperatures or exposing to open flames
Incompatibility (Conditions to Avoid): None
Hazardous Decomposition Products: Carbon monoxide and carbon dioxide.
Hazardous Polymerization: None

SECTION VIII- SPILL OR LEAK INFORMATION

Steps to be Taken in Case Material is Released or Spilled: Eliminate all sources of ignition. Permit only properly protected workers in the area with skin/eye protection and self contained breathing gear. Absorb small spills with inert absorbent material. Contain spilled liquid to prevent contamination of soil, and surface water or ground water. Contact state, local and federal agencies to ensure compliance with current regulations.

Waste Disposal Method: Waste must be disposed of according to local, state, and federal regulations.

SECTION IX- PERSONAL PROTECTION INFORMATION

Respiration Protection: If the TLV's listed in Section II are exceeded use a properly fitted NIOSH/MSHA approved respirator
Ventilation: Local and mechanical ventilation are recommended to keep any hazardous ingredients listed in Section II below the lowest exposure limit.
Hand Protection: Resistant plastic or rubber recommended.
Eye Protection: Wear safety chemical splash goggles.
Other Protective Equipment: Not likely to be needed.
SECTION X- SPECIAL PROCEDURES

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: STORE CANS IN A COOL, DRY AND WELL VENTILATED AREA AWAY FROM ALL IGNITION SOURCES. PROLONGED EXPOSURE OF CANS TO ELEVATED TEMPERATURES MAY CAUSE CANS TO RUPTURE OR BURST.

THE FOREGOING DATA HAS BEEN COMPILLED FROM SOURCES WE BELIEVE TO BE ACCURATE. NO WARRANTY, EXPRESS OR IMPLIED, IS INTENDED. THIS INFORMATION IS OFFERED SOLELY FOR YOUR CONSIDERATION AND INTERPRETATION.