DESCRIPTION

ITW Pabco/Childers Metals 2-Pc Aluminum Tee covers are designed to weatherproof and protect insulated tees found along pipelines. They are pressed in two matching halves from .024” thick aluminum, which has a moisture retarder coating applied to the underside for resistance to electrolytic degradation. 2-Pc. Tee's can be used for butt weld, socket weld, and screwed pipe tees, from 1/2" through 6" Iron Pipe Size and 1" through 3-1/2" of insulation. When ordering, it is necessary to specify Iron Pipe Size and insulation thickness (see the price sheet for actual size availability).

ADVANTAGES

ITW Pabco/Childers Metals 2-Pc. Tee covers are applied faster than any other type of tee cover because they are pressed to form two matching halves. Insulation does not need to be routed or rasped at the throat. Necessary adjustments made during application are minimized or eliminated. 2-Pc. Tee covers have two less seams which require caulking, to allow greater resistance to water penetration. The result is a much faster application, which reduces installed cost. 2-Pc. Tee covers conform to ASTM designation C-450 method of fabrication to assure close and correct fitting products. Factory fabrication eliminates material waste, and saves time and labor.

SUGGESTED SPECIFICATIONS

All insulated tees having a nominal Iron Pipe Size of 1/2” through 6” (maximum 10” O.D. including insulation) shall be protected with ITW Pabco/Childers Metals 2-Pc. Aluminum Pressed Tee covers. The tee covers shall be installed in accordance with ITW's latest published recommendations.