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Bulk Products - RCF fibres - Kaowool®

Kaowool Bulk Fibres
BN D A HM-12 HM-25 HM-50
Manufacturing location NA NA NA NA NA NA
Color white/off-white | white/off-white | white/off-white | white/off-white | white/off-white | white/off-white
Continuous Use Temperature, °F 2000 2000 2000 2000 2000 2000
Continuous Use Temperature, °C 1093 1093 1093 1093 1093 1093
Classification Temperature, °F 2300 2300 2300 2300 2300 2300
Classification Temperature, °C 1260 1260 1260 1260 1260 1260
Specific Heat, BTU/Ib*°F @ 1800°F 0.26 0.26 0.26 0.26 0.26 0.26
Specific Heat, kj/kg*°C @ 980°C 1.07 1.07 1.07 1.07 1.07 1.07
Specific Gravity, g/cm3 - - 2.56 - - -
Fiber Index, % 45-55 45-55 45-55 50 50 50
Lubrication No No Yes No No No
Chemical Analysis, % weight basis after firing
Alumina, Al,O3 45 45 45 45 45 45
Silica, SiOy 50-55 50-55 50-55 50-55 50-55 50-55
Other - - - - - -
Leachable Chlorides, ppm <10 <10 <I0 <10 <10 <10

Bulk Products - RCF fibres - Cerafibre®

Cerafibre
11 112 HM-12 HM-25 HM-50 520 10
Manufacturing location AS, NA, SA AS, NA, SA AS, NA, SA AS, NA, SA AS, NA, SA EU EU
Color white white white white white white white
Continuous Use Temperature, °F 2150 2150 2150 2150 2150 1150 1150
Continuous Use Temperature, °C 1177 1177 1177 1177 1177 2150 2150
Classification Temperature, °F 2400 2400 2400 2400 2400 2300 2300
Classification Temperature, °C 1315 1315 1315 1315 1315 1300 1300
Specific Heat, BTU/Ib*°F @ 1800°F 0.26 0.26 0.26 0.26 0.26 - -
Specific Heat, k]/kg*°C @ 980°C 1.07 1.07 1.07 1.07 1.07 - -
Fiber Index, % 45-55 45-55 50 50 50 - -
Lubrication Yes No No No No Yes No
Chemical Analysis, % weight basis after firing
Alumina, Al;O3 46 46 46 46 46 44 44
Silica, SiO 54 54 54 54 54 56 56
Other trace trace trace trace trace trace trace
Leachable Chlorides, ppm <10 <10 <10 <10 <I0 <l0 <10

Safety Data Sheet (SDS): are available for all products.
Datasheets, in other languages, can also be found by visiting our website www.morganthermalceramics.com

Whilst the values and application information in these datasheets are typical, they are given for guidance only. The values and the information given are subject to normal
manufacturing variation and may be subject to change without notice. Morgan Advanced Materials - Thermal Ceramics makes no guarantees and gives no warranties
about the suitability of a product and you should seek advice to confirm the product’s suitability for use with Morgan Advanced Materials - Thermal Ceramics.



